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CALLER MAKES PHONE CALL 



^ >^ 

SWITCH RECOGNIZES AIN CALL 



SCP QUERIES DATABASE TO 
DETERMINE PROPERTIES OF CPE'S 



IF CPE'S SIMILARLY CONFIGURED 
SCP IDENTIFIES DATA ADDRESS 
FOR EACH CPE 



SCP CREATES VIRTUAL 
DATA CHANNEL 



VOICE INFORMATION SENT OVER 
CIRCUIT SWITCHED NETWORK AND 
ASSOCIATED DATA INFORMATION 
SENT OVER PACKET DATA NETWORK 




TERMINATING THE VIRTUAL DATA 
CHANNEL UPON TERMINATION 
OF THE VOICE CONVERSATION 



Fig. 6 
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PARTY "A" DIALS PARTY "B 



CIRCUIT SWITCHED VOICE CHANNEL 

AND VIRTUAL DATA CHANNEL 
ESTABLISHED BETWEEN "A" AND "B" 



^ 

"A" DIALS "C" USING STANDARD 
VOICE CONFERENCE CALL SERVICE 



SCP DETERMINES "C" 's 
COMPATABILITY AND DISTRIBUTES 
"C" 's IP ADDRESS TO "A" AND "B" 



"A" OR "B" SENDS COPY 
OF DATA TO "C" OVER 
PACKET DATA NETWORK 



Fig. 7 



